Spyraflo miniature mounted ball bearings eliminate the need to engineer and build bearing mounts into medical,
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MOUNTED MINIATURE BALL BEARINGS

pharmaceutical, scientific and other precision devices. Featuring pre-greased, stainless steel precision Japanese ball

bearings and sturdy sintered aluminum pillow block mounts, these small bearings can create major time and cost savings.

Stainless steel and double shielding make these ball bearings corrosion resistant, and optional sealed versions are ideal for

food and washdown applications. Available ininch and metric sizes from1/8" to 3/8" (4mm - 10mm) shaft diameters.

For more information about Spyralflo's mounted miniature ball bearings and to order visit www.Spyraflo.com

Spyraflo Part Number Shaft | Max. | Dynamic | A B C D E F G I | Weight
Dia.H. | RPM Load

Inch Series Extended IR (B | Mer-o01 oz

PB0-SR2AZZ - 01250" | 56,000 150 0375" | 144 | 1125 | 075 | 02 | 0125 | 019 | 075 022
PBO-SR3ZZ PBO-SRW3ZZ 01875" | 43,000 310 0375" | 144 | 1125 | 075 | 02* | 0125 | 019 | 075 01
PBO-SR188ZZ PB0-SRW188ZZ 0.2500" | 40,000 256 0375" | 144 | 1125 | 075 | 02* | 0125 | 019 | 075 0n
PBO-SR1810ZZS PBO-SRW1810ZZS 0.3125" | 40,000 128 0375" | 144 | 1125 | 075 | 02* | 0125 | 019 | 075 017
PBI-SR6ZZ - 0.3750" | 32,000 450 05625 225 | 1750 | 113 04 | 0203 | 025 | 113 08
Metric Series NEWTONS | MM+1..025 GRAMS
PB0-SMR604ZZ - 4mm 48,000 1000 9525 | 365 | 2857 | 19 5 32 5 19 544
PB0-SMR6952Z - 5mm 43,000 1130 9525 | 365 | 2857 | 19 5 32 5 19 544
PB0-SMR126ZZ - 6mm 43,000 750 9525 | 365 | 2857 | 19 5 32 5 19 476
PBO-SMR128Z2 - 8mm | 40000 560 | 9525 | 365 | 2857 | 19 5 32 5 19 431
PB1-63800HZZ - 10mm | 37000 1780 | 14287 | 572 | 4445 | 286 | 101 5 b 287 .77

*E dimension increases between 0.0" and 0.030" when an Extended Inner Race is specified.
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Spyraflo Aluminum Pillow-Blocks combine the light weight, clean lines and dimensional consistency of sintered aluminum with £52
self-aligning and the medium load / medium speed capability of SAE 840 Bronze. Spyraflo Pillow-Blocks are often able to replace
larger, heavier cast iron ball bearing assemblies. The profile and performance of Spyraflo Pillow-Blocks, is a very cost effective
alternative to often expensive Pillow-Block mounting challenges.

SAE-840 Qil Impregnated Bronze Bearings are an economic solution for medium load / medium speed applications, 25% oil volume
within the porous structure of the spherical insert ensures long bearing life.

o Maintenance free. e Electrically conductive.
e Suitable for rotational and oscillatory motion. e Clean lines and Lightweight.
e High / Low Temperature and Corrosion Resistant options available.

Part II? Actual A B c D E F G Max. Speed | Max. Load Weight
Number Min. Max r.p.m. Ibf/N oz/g
PB0-187-B | 0.1883-0.1888 | 0.375 | 1.438 | 1.13 0.75 0.38 0.20 | 0.188 20,310 130 0.42
PB0-250-B 0.2508 - 0.2513 | 0.375 | 1.438 1.13 0.75 0.38 0.20 0.188 15,270 150 0.39
PB1-250-B | 0.2508-0.2513 | 0.563 | 2.25 1.75 1.13 0.38 0.28 0.25 15,270 210 1.00
PB1-312-B | 0.3133-0.3140 | 0.563 | 2.25 1.75 1.13 0.44 | 0.28 0.25 12,240 210 1.00
PB1-375-B | 0.3758-0.3765 | 0.563 | 2.25 1.75 1.13 0.44 | 0.28 0.25 10,180 220 1.00
PB1-500-B 0.5010-0.5017 | 0.563 2.25 1.75 1.13 0.63 0.28 0.25 7,640 220 1.40
PB2-500-B | 0.5010-0.5017 | 0.75 325 | 250 1.56 0.78 0.34 0.31 7,640 380 2.60
PB3-500-B | 0.5010-0.5017 | 1.00 400 | 3.13 1.94 0.78 0.34 0.31 7,640 480 6.40
PB2-625-B 0.626 - 0.627 0.75 3.25 2.50 1.94 0.78 0.34 0.31 6,110 380 3.40
PB3-625-B 0.626 - 0.627 1.00 4.00 3.13 1.94 0.78 0.34 0.31 6,110 480 3.50
PB2-750-B 0.751 - 0.752 0.75 325 | 250 1.56 0.88 0.34 0.31 5,090 330 4.20
PB3-750-B 0.751 - 0.752 1.00 400 | 3.13 1.94 0.91 0.34 0.31 5,090 480 5.90
PB3-875-B 0.876 - 0.878 1.00 400 | 3.13 1.94 0.91 0.34 0.41 4,850 380 6.70
PB4-1000-B 1.001 - 1.003 1.25 5.00 4.00 2.56 0.91 0.56 0.56 4,500 1000 10.00
PB4-1250-B 1.251 - 1.253 1.25 5.00 | 4.00 2.56 094 | 0.56 0.56 3,600 1000 11.00
PB0-6M-B 6.02 - 6.04 9.50 345 28.5 19.0 9.5 5.0 5.0 16,110 800 12
PB1-6M-B 6.02 - 6.04 14.5 57.0 | 445 28.5 9.5 7.0 6.5 16,110 940 28
PB1-8M-B 8.02-8.04 14.5 57.0 44.5 28.5 1.0 7.0 6.5 12,120 960 28
PB1-10M-B 10.02 - 10.04 14.5 57.0 | 445 285 11.0 7.0 6.5 9,700 960 28
PB1-12M-B 12.03 - 12.05 14.5 57.0 | 445 28.5 16.0 7.0 6.5 8,060 960 40
PB2-12M-B 12.03 - 12.05 19.0 825 63.5 39.5 20.0 9.0 8.0 8,060 1700 60
PB2-15M-B 15.03 - 15.05 19.0 825 63.5 39.5 20.0 9.0 8.0 6,460 1700 74
PB2-16M-B 16.03 - 16.05 19.0 825 63.5 395 20.0 9.0 8.0 5,500 1700 180
PB2-18M-B 18.03 - 18.05 19.0 825 63.5 39.5 23.0 9.0 8.0 5,380 1500 96
PB2-20M-B 20.03 - 20.08 19.0 825 63.5 39.5 23.0 9.0 8.0 5,200 1500 100
PB4-25M-B 25.03 - 25.07 32.0 127.0 | 1015 65.0 23.0 14.0 14.5 4,600 4450 285
PB4-30M-B 30.03 - 30.07 32.0 | 127.0 | 1015 | 65.0 24.0 14.0 145 3,850 4450 312
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Spyraflo Aluminum Pillow-Blocks combine the light weight, clean lines, and dimensional consistency of sintered aluminum with £5°
self-aligning and the light load / low speed capability of Delrin®. Spyraflo Pillow-Blocks are often able to replace larger, heavier cast-
iron ball bearing assemblies. The profile and performance of Spyraflo Pillow-Blocks, is a very cost effective alternative to often
expensive Pillow-Block mounting challenges.

Delrin® acetyl bearings are an economic solution for light load / low speed rotary and linear applications.

e Maintenance free. ¢ Suitable for rotational, linear and oscillatory motion.
e Clean lines and Lightweight. e Corrosion Resistant options available.
e Also available in Delrin®-AF for higher speed applications.

Part I[_) Actual A B c D E e G Max. Speed | Max. Load Weight
Number Min. Max r.p.m. Ibf/N oz/g
PB0-250-A 0.2510-0.2530 @ 0.375 1.438 1.13 0.75 0.38 0.20 0.188 1,503 91 0.35
PB1-250-A 0.2510 - 0.2530 | 0.563 2.25 1.75 1.13 0.38 0.28 0.25 1,503 N 0.90
PB1-312-A 0.3135-0.3155 A 0.563 2.25 1.75 1.13 0.44 0.28 0.25 1,205 129 0.90
PB1-375-A 0.3760 - 0.3780 | 0.563 2.25 1.75 1.13 0.44 0.28 0.25 1,002 155 0.90
PB1-500-A 0.5010 - 0.5040 | 0.563 2.25 1.75 1.13 0.63 0.28 0.25 752 308 1.20
PB2-500-A 0.5010 - 0.5040 0.75 3.25 2.50 1.56 0.78 0.34 0.31 752 308 2.30
PB2-625-A 0.6260 - 0.6280  0.75 3.25 2.50 1.94 0.78 0.34 0.31 601 436 3.10
PB2-750-A 0.7510 - 0.7530 0.75 3.25 2.50 1.56 0.88 0.34 0.31 501 625 3.70
PBO-6M-A 6.02 - 6.07 9.50 34.5 28.5 19.0 9.5 5.0 5.0 1,591 383 10
PB1-6M-A 6.02 - 6.07 14.5 57.0 44.5 28.5 9.5 7.0 6.5 1,591 383 25
PB1-8M-A 8.03-8.08 14.5 57.0 44.5 28.5 11.0 7.0 6.5 1,193 580 25
PB1-10M-A 10.03 - 10.08 14.5 57.0 44.5 28.5 11.0 7.0 6.5 955 725 25
PB1-12M-A 12.03-12.08 14.5 57.0 44.5 28.5 16.0 7.0 6.5 795 1,295 35
PB2-12M-A 12.03-12.08 19.0 82.5 63.5 39.5 20.0 9.0 8.0 795 1,295 64
PB2-15M-A 15.03 - 15.08 19.0 825 63.5 395 20.0 9.0 8.0 636 1,831 66
PB2-16M-A 16.03 - 16.08 19.0 82.5 63.5 39.5 20.0 9.0 8.0 597 1953 160
PB2-18M-A 18.03 - 18.08 1.0 82.5 63.5 39.5 23.0 9.0 8.0 530 2627 86

PB2-20M-A 20.03 - 20.08 19.0 82.5 63.5 39.5 23.0 9.0 8.0 477 2919 90
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Spyraflo Aluminum Pillow-Blocks combine the light weight, clean lines, and dimensional consistency of sintered aluminum with +5°
self-aligning and the high speed / medium load capability of Needle-Roller Bearings. Spyraflo Needle-Roller Pillow-Blocks are able
to carry higher loads than larger, heavier cast iron ball bearing assemblies. The profile and performance of Spyraflo Pillow-Blocks, is
a very cost effective alternative to often expensive Pillow-Block mounting challenges.
Needle-Roller Bearings are an economic solution for medium load / high speed applications.

e Requires a hardened shatft. e Electrically conductive.
e Suitable for rotational motion. e Clean lines and Lightweight.
¢ Pre-Lubricated

Part SI:mit Dia. A B c D E F G Max. Speed | Max. Load Weight

Number Min. Max r.p.m. Ibf/N oz/g
PB1-250-N 0.2495 - 0.2500 0.56 2.25 1.75 1.125 0.44 0.28 0.25 44,000 210 1.00
PB1-312-N 0.3120 - 0.3125 056 | 225 | 1.75 | 1.125 | 0.63 | 0.28 | 0.25 35,500 210 1.60
PB1-375-N 0.3745 - 0.3750 056 | 225 | 1.75 | 1125 | 0.63 | 0.28 | 0.25 29,500 220 1.60
PB2-500-N 0.4995 - 0.5000 075 | 325 | 250 | 156 | 0.78 | 034 | 0.31 22,000 380 3.50
PB2-625-N 0.6245 - 0.6500 0.75 3.25 2.50 1.56 0.88 0.34 0.31 17,600 330 4.20
PB4-750-N 0.7495 - 0.7500 125 | 500 | 400 | 256 | 091 0.56 | 0.56 14,700 1,000 10.50
PB1-6M-N 5.992 - 6.000 145 | 57.0 | 445 | 285 | 11.0 7.0 6.5 35,000 940 28
PB1-8M-N 7.991 - 8.000 145 | 570 | 445 | 285 | 16.0 7.0 6.5 28,000 940 45
PB1-10M-N 9.991 - 10.000 14.5 57.0 44.5 28.5 16.0 7.0 6.5 23,000 960 45
PB2-12M-N 11.989 - 12.000 19.0 | 825 | 63.5 | 39.5 | 20.0 8.7 8.0 20,000 1,700 100
PB2-15M-N 14.989 - 15.000 19.0 | 825 | 63.5 | 395 | 23.0 8.7 8.0 16,000 1,500 120
PB2-16M-N 15.989 - 16.000 19.0 | 825 | 635 | 395 | 23.0 8.7 8.0 16,000 1,500 120
PB4-18M-N 17.989 - 18.000 32.0 127.0 101 65.0 23.0 14.3 14.5 14,700 4,450 300
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Spyraflo Aluminum Pillow-Blocks combine the light weight, clean lines, and dimensional consistency of sintered aluminum with 52
self-aligning and the high load / medium speed capability of PTFE Impregnated Bronze. Spyraflo PTFE Impregnated Bronze Pillow-
Blocks are able to carry much higher loads than larger, heavier cast iron ball bearing assemblies. The profile and performance of
Spyraflo Pillow-Blocks, is a very cost effective alternative to often expensive Pillow-Block mounting challenges.

PTFE Impregnated Bronze Bearings are an economic solution for high load / medium speed applications;
impervious to dirt and dust.

e Maintenance free. e Electrically conductive.
e Suitable for rotational and oscillatory motion. e Clean lines and Lightweight.
e High / Low Temperature options available.

Part Shaft Dia. Max. Speed | Max. Load Weight

Number Min. Max A B & D E F = r.p.m. Ibf/N oz/g
PB1-250-P | 0.2481-0.2490 0.56 @ 2.25 1.75 1.13 0.44  0.28 0.25 6,020 210 1.10
PB1-312-P | 0.3106-0.3115 056 | 2.25 | 1.75 1.13 044 | 0.28 0.25 4,820 210 1.00
PB1-375-P | 0.3731-0.3740 0.56 2.25 1.75 113 0.63 | 0.28 0.25 4,010 210 1.00
PB2-500-P | 0.4980-0.4990 0.75 3.25 | 2.50 1.56 0.78 | 0.34 @ 0.31 3,010 380 1.40
PB2-625-P | 0.6230-0.6240 0.75 @ 3.25 A 250 156 0.88 0.34 0.31 2,410 330 5.00
PB2-750-P | 0.7479-0.7491 0.75 @ 3.25 250 156 0.88 0.34 0.31 2,010 330 3.80
PB4-1000-P | 0.9979-0.9991 1.25 500 4.00 256 0.91 0.56 @ 0.56 1,500 1,000 10.60
PB1-6M-P 5.978 - 5.990 145 57.0 445 285 11.0 7.0 6.5 6,360 950 31
PB1-8M-P 7.972 - 7.987 145 570 445 285 110 7.0 6.5 4,770 950 28
PB1-10M-P | 9.972 - 9.987 145 570 | 445 285 16.0 7.0 6.5 3,820 950 28
PB1-12M-P = 11.966-11.984 145 57.0 | 445 285 16.0 7.0 6.5 2,180 1,000 40
PB2-16M-P = 15.966-15.984 19.0 825 | 63.5 39.5 20.0 9.0 8.0 2,390 1,500 142
PB2-18M-P | 17.966 - 17.984 19.0 825  63.5 395 23.0 9.0 8.0 2,120 1,500 108
PB3-20M-P | 19.959-19.980 25.0 | 100.0 79.4 49.2 23.0 | 9.0 8.0 1,900 1,700 175

PB4-25M-P | 24.959 -24.980 32.0 127.0 101.0 650 23.0 | 14.0 145 1,500 4,450 300
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Spyraflo Self-Aligning, Washdown Pillow-Blocks use FDA compliant materials and are ideally suited as a very cost effective
alternative to ball bearing housings for food, dairy and pharmaceutical processing and packaging. The Spyraflo Washdown Pillow-
Blocks use stainless steel housed self-aligning Delrin® bearings mounted in electroless nickel plated aluminum housings; available

in shaft diameters from 4" to 34" (6mm to 20mm) and ideally suited for rotary, oscillatory and linear applications. The high level of
corrosion resistance also makes the product an ideal choice for marine applications.

e Maintenance free.

e Clean lines and Lightweight.

e FDA Compliant Materials

¢ Suitable for rotational, linear and oscillatory motion.

e Corrosion Resistant
e +5° Self-Alignment

Part I[') Actual " B c D E F G Max. Speed | Max. Load Weight

Number Min. Max r.p.m. Ibf/N oz/g
NPBO0-250-A 0.2510-0.2530 0.375 1.4375 1.125 0.75 0.38 0.203 0.188 1503 91 0.39
NPB1-250-A 0.2510 - 0.2530 0.56 2.25 1.75 1.13 0.38 0.28 0.25 1503 N 1
NPB1-312-A | 0.3135-0.3155 0.56 225 175 113 | 044 028 0.5 1205 129 1
NPB1-375-A 0.3760-03780 @ 056 @ 225 1.75 113 @ 044 028 @ 0.25 1002 155 1
NPB1-500-A 0.5010 - 0.5040 0.56 2.25 1.75 1.13 0.63 0.28 0.25 752 216 1.4
NPB2-500-A 0.5010 - 0.5040 0.75 3.25 2.5 1.56 0.78 0.34 0.31 752 308 2.6
NPB2-625-A | 0.6260-0.6280 0.75 325 25 156 | 0.78 @ 0.34 0.3 601 380 3.4
NPB2-750-A 0.7510-0.7530 0.75 | 325 @ 25 156 | 0.88 034 0.31 501 332 4.2
NPBO-6M-A 6.02 - 6.07 9.5 34.5 28.5 19 9.5 5 5 1591 383 12
NPB1-6M-A 6.02 - 6.07 14.5 57 44.5 28.5 9.5 7 6.5 1591 383 28
NPB1-8M-A 8.03-8.08 14.5 57 445 28.5 11 7 6.5 1193 580 28
NPB1-10M-A 10.03 - 10.08 14.5 57 445 | 285 11 7 6.5 955 725 28
NPB1-12M-A 12.03 - 12.08 14.5 57 44.5 28.5 16 7 6.5 795 961 40
NPB2-12M-A 12.03-12.08 19 82.5 63.5 39.5 20 9 8 795 1295 60
NPB2-15M-A 15.03 - 15.08 19 825 63.5 395 20 9 8 636 1690 74
NPB2-16M-A 16.03 - 16.08 19 825 635 395 20 9 8 597 1690 180
NPB2-18M-A 18.03 - 18.08 19 82.5 63.5 39.5 23 9 8 530 1477 96
NPB2-20M-A 20.03 - 20.08 19 82.5 63.5 39.5 23 9 8 477 1477 100




